§155.215

(1) Sorbents;

(2) Non-sparking hand scoops, shov-
els, and buckets;

(3) Containers suitable for holding re-
covered waste;

(4) Emulsifiers for deck cleaning;

(5) Protective clothing;

(6) A minimum of one non-sparking
portable pump with hoses; and

(7) Scupper plugs.

(c) During cargo transfer operations,
the equipment and supplies must re-
main ready for immediate use.

[CGD 90-068, 58 FR 67996, Dec. 22, 1993, as
amended by USCG-1998-3799, 63 FR 35531,
June 30, 1998]

§155.215 Discharge removal
ment for inland oil barges.

(a) During cargo transfer operations,
inland oil barges must have appro-
priate equipment and supplies ready
for immediate use to control and re-
move on-deck oil cargo spills of at
least one barrel.

(b) The equipment and supplies must
include—

(1) Sorbents;

(2) Non-sparking hand scoops, shov-
els, and buckets;

(3) Containers suitable for holding re-
covered waste,;

(4) Emulsifiers for deck cleaning; and

(5) Protective clothing.

(c) The oil barge owner or operator
may rely on equipment available at the
transfer facility receiving from or dis-
charging to the barge, provided the
barge owner or operator has pre-
arranged for the use of the equipment
by contract or other means approved
by the Coast Guard.

[CGD 90-068, 58 FR 67996, Dec. 22, 1993, as
amended by USCG-1998-3799, 63 FR 35531,
June 30, 1998]

equip-

§155.220 Discharge removal equip-
ment for vessels carrying oil as sec-
ondary cargo.

(a) Vessels carrying oil as secondary
cargo must carry appropriate equip-
ment and supplies for the containment
and removal of on-deck oil cargo spills
of at least one-half barrel.

(b) The equipment and supplies must
include—

(1) Sorbents;

(2) Non-sparking hand scoops, shov-
els, and buckets;
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(3) Containers suitable for holding re-
covered waste;

(4) Emulsifiers for deck cleaning; and

(5) Protective clothing

(c) The equipment and supplies must
be ready for immediate use during
cargo transfer operations.

[CGD 90-068, 58 FR 67996, Dec. 22, 1993, as
amended by USCG-1998-3799, 63 FR 35531,
June 30, 1998]

§155.225
bility.
Oil tankers and offshore oil barges
must carry suitable hoses and reducers
for internal transfer of cargo to tanks
or other spaces within the cargo block,
unless the vessel’s installed cargo pip-
ing system is capable of performing
this function.

[CGD 90-068, 58 FR 67996, Dec. 22, 1993, as
amended by USCG-1998-3799, 63 FR 35531,
June 30, 1998]

Internal cargo transfer capa-

§155.230 Emergency control
for tank barges.

(a) Application. This section applies
to tank barges and vessels towing them
on the following waters:

(1) On the U.S. territorial sea [as de-
fined in Presidential Proclamation 5928
of December 27, 1988, it is the belt of
waters 12 nautical miles wide—the
shoreward boundary is the territorial
sea baseline].

(2) In Great Lakes service.

(3) On Long Island Sound. For the
purposes of this section, Long Island
Sound includes the waters between the
baseline of the territorial sea on the
eastern end (from Watch Hill Point,
Rhode Island, to Montauk Point, Long
Island), and a line drawn north and
south from Premium Point, New York
(approximately 40°54.5'N, 73°45.5'W), to
Hewlett Point, Long lIsland (approxi-
mately 40°50.5'N, 73°45.3'W), on the
western end.

(4) In the Strait of Juan de Fuca.

(5) On the waters of Admiralty Inlet
north of Marrowstone Point (approxi-
mately 48°06'N, 122°41'W). This section
(§155.230) does not apply to foreign ves-
sels engaged in innocent passage (i.e.,
not entering or leaving a U.S. port).

(b) Safety program. If you are the
owner or operator of a single-hull tank
barge or of a vessel towing it, you must
adequately man and equip each vessel
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